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§195.262

(a) On the suction end and the dis-
charge end of a pump station in a man-
ner that permits isolation of the pump
station equipment in the event of an
emergency.

(b) On each line entering or leaving a
breakout storage tank area in a man-
ner that permits isolation of the tank
area from other facilities.

(¢) On each mainline at locations
along the pipeline system that will
minimize damage or pollution from ac-
cidental hazardous liquid discharge, as
appropriate for the terrain in open
country, for offshore areas, or for popu-
lated areas.

(d) On each lateral takeoff from a
trunk line in a manner that permits
shutting off the lateral without inter-
rupting the flow in the trunk line.

(e) On each side of a water crossing
that is more than 100 feet wide from
high-water mark to high-water mark
unless the Administrator finds in a
particular case that valves are not jus-
tified.

(f) On each side of a reservoir holding
water for human consumption.

[Amdt. 195-22, 46 FR 38360, July 27, 1981; 47
FR 32721, July 29, 1982; Amdt. 195-50, 59 FR
17281, Apr. 12, 1994]

§195.262 Pumping equipment.

(a) Adequate ventilation must be pro-
vided in pump station buildings to pre-
vent the accumulation of hazardous va-
pors. Warning devices must be installed
to warn of the presence of hazardous
vapors in the pumping station building.

(b) The following must be provided in
each pump station:

(1) safety devices that prevent over-
pressuring of pumping equipment, in-
cluding the auxiliary pumping equip-
ment within the pumping station.

(2) A device for the emergency shut-
down of each pumping station.

(3) If power is necessary to actuate
the safety devices, an auxiliary power
supply.

(c) Each safety device must be tested
under conditions approximating actual
operations and found to function prop-
erly before the pumping station may be
used.

(d) Except for offshore pipelines,
pumping equipment must be installed
on property that is under the control of

49 CFR Ch. | (10-1-97 Edition)

the operator and at least 15.2 m (50 ft)
from the boundary of the pump station.

(e) Adequate fire protection must be
installed at each pump station. If the
fire protection system installed re-
quires the use of pumps, motive power
must be provided for those pumps that
is separate from the power that oper-
ates the station.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-52, 59 FR 33397, June
28, 1994]

§195.264 Above
tanks.

For above ground breakout tanks—

(@) A means must be provided for
containing hazardous liquids in the
event of spillage or tank failure.

(b) Tank areas must be adequately
protected against unauthorized entry.

(¢) Normal and emergency relief
venting must be provided for each
tank.

ground breakout

§195.266 Construction records.

A complete record that shows the fol-
lowing must be maintained by the op-
erator involved for the life of each
pipeline facility:

(a) The total number of girth welds
and the number nondestructively test-
ed, including the number rejected and
the disposition of each rejected weld.

(b) The amount, location; and cover
of each size of pipe installed.

(c) The location of each crossing of
another pipeline.

(d) The location of each buried util-
ity crossing.

(e) The location of each overhead
crossing.

(f) The location of each valve and
corrosion test station.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-34, 50 FR 34474, Aug.
26, 1985]

Subpart E—Pressure Testing

§195.300 Scope.

This subpart prescribes minimum re-
quirements for the pressure testing of
steel pipelines. However, this subpart
does not apply to the movement of pipe
under §195.424.

[Amdt. 195-51, 59 FR 29384, June 7, 1994]
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